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SWITCH FUNCTION

HARDWARE:

LOCKING WASHER

RUBBER WASHER
$13.30+0.30

®17.00+0.40

1.00*933
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Compliance: RohS Ill (2015/863/EU)

Tolerances: 0.00: +0.25mm Date Name
0.0: +0.40mm 08/07 dr

Accessory 10/19 | dr D PW 1 CG

IP rating 07/11 | dr X

Revised 11/10 | dr

Hardware 06/10 | dr

Actuator color black 06/08 | dr
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Operating temperature | 04/08 | dr kn."l‘er.sw“ch

Water proofing 03/08 | dr 30 1 2 1 8 1/2
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Specifications:

Contact rating:
Contact resistance:
Insulation resistance:
Dielectric strength:
Operating temperature:
Mechanical life:
Electrical life:
Operating force:
Soldering conditions:
Travel:

Panel thickness:
Torque:

Water proofing:
Material:

IP rating:

max.: 400mA, 32V AC; 100mA, 50V DC; 125mA, 125V AC

50mOhm max.

1GOhm min. at 500V DC

1 000V AC

-30°C to +85°C

1 000 000 cycles

500 000 cycles

3N +/~1N

350°C max., 3sec.

1.5mm

1.5mm min.; 4.0mm max.
0.5Nm max. applied to nut
IP 67

Case: DAP UL94V-0
Bushing / cap: polyamide 6/6
Terminal / contact: gold over silver plated
IP 67 (mounted)
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